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HYDRAULICS OF CULVERTS: 12-inch Through 21-Inch Diameter Pipe

Culvert structures represent a significant portion
of total highway construction costs, If each culvert in-
stallation is considered separately, a proper perspeciive
of relative costs may not be readily apparent. However,
if the overall highway drainage field is considered, it is
found that drainage facilities represent 17.5 percent of
the total $8 billion annual expenditure for new highway
construction. Over one-third of all funds for highway
drainage facilities, including bridges, is spent on culveris.
This represents an annual culvert expenditure of approxi-
mately $500 million. Expendiiures of this magnitude de-

mand the application of modern engineering technology
to assure that an efficient structure congistent with acon-
omy, adequacy and installation requirements is obtained.
To accomplish this, all culvert designs should include an
analysis based on sound hydraulic principles. The analy-
sis should evaluate all of the factors which influence the

flow of water through a culvert.

The major factors affecting the hydraulic capacity
of a culvert are illustrated in Figure 7. For any given
headwater depth, these factors interact to control the
hydraulic capacity by one of the following means:

a. Geometry of the inlet;

b. Combined influence of size, shape, slope and sur-
face roughness of the culvert pipe;

c. Tailwater conditions at the outlet,

FIGURE 1: Factors Affecting Culvert Capacity

Geometry n

D = inside diameter for circular pipe
HW = headwater depth at culvert entrance
L = length of culvert
n = surface roughness of the pipe wall,
usually expressed in terms of
Manning’s n
S, = slope of the culvert pipe
TW = tailwater depth at culvert outlet

The type of control under which a particular cul-
vert operates is dependent on the location of the control
section, which limits the maximum discharge through the
cuivert. In the hydraulic design of culverts where the out-
let is not submerged, two principal types of control are
usually considered:

FLOW WITH INLET CONTROL

Under inlet coniro/ the control section is lo-
cated at or near the culvert enfrance and, for any given
shape and size of culvert, the discharge capacity is
entirely dependent on the inlet geometry and head-
water depth. Inlet control will exist as long as water
can pass through the culvert at a greater rate than
water can enter ihrough the inlet. Since the control
section is at the inlet, the capacity is not aifected by
any hydraulic factors beyond the culvert entrance such
as pipe slope, length or surface roughness. Culverts
operating under inlet conirol will always flow part full,

FLOW WITH OUTLET CONTROL

Under owutlet controf the control section is [o-
cated ai or near the culvert outlet and for any given
shape and size of culvert, the discharge capacity is
dependent on all of the hydraulic factors upsiream
from the outlet. Qutlet contro! will exist as long as
waier can enter the culvert through the inlet at a
greater rate than water can flow away from the en-
trance. Culverts operating under outlet controt can flow
either part full or full.

An important consideration in the hydraulic de-
sign of culverts flowing part full is critical slope. Critical
slope is the minimum slope at which maximum discharge
will be realized withcut causing the culvert to flow full.
Culverts installed on slopes less than critical will ap-
proach full flow at relatively low headwater depths and
require carrespondingly higher headwater depths to carry
the same amount of water as culveris placed on slopes
greater than critical slope. The classificaiion of culverts
by sieep slope or flat slope is dependent on whether
the actual slope is greater or less than critical slope,

The general operating characteristics of culverts
are illustrated in Figure 2 for culverts installed on rela-




tively steep slopes and in Figure 3 for culverts installed
on relatively flat slopes. The breakpoint between steep
and flat slopes, as related to critical slope, varies with
discharge, pipe diameter and pipe roughness., However,
for smooth-walled pipe, such as concrete, the critical
slope is relatively flat and varies between 1.0 percent and
1.8 perceni. For rough-walled pipe such as corrugated
metal, the critical slope is much steeper, with the usual
range between 4 percent and 7 percent,

As illustrated in Figure 2a, culverts installed on
steep slopes will operate under inlet control with the
inlet unsubmerged. As the headwater builds up and sub-
merges the entrance, the culvert will continue to operate
under inlet control (Figure 2b) because of the contracted
flow. The degree of contraction is determined by the
inlet geometry. When the depth of flow increases to the
point where the culvert flows full {Figure c) the culvert
will then operaie with outiet controlled flow.

As illustrated in Figure 3a, culverts installed on
flat slopes can operate under either inlet control or out-
let control with the inlet unsubmerged. If the slope is
insufficient to compensate for the resistant friction of the
pipe wall, the culvert will operate with outlet control. If
the slope of the culvert is steep enough to compensate
for the frictional losses, the culvert will operate with inlet
control. If inlet controt governs, as the headwater builds
up and submerges the entrance (Figure 3b), the culvert
will continue to operate with inlet control at higher dis-
charges. Inlet control will continue to exist until the fric-
tional forces along the pipe wall become large enough
to overcome the contracted flow at the entrance (Figure
3¢) resulting in an outlet controlled type of flow. If cutlet
control governs, with the inlet unsubmerged, the culvert
will continue to flow under outlet control {Figure 3c) at
larger headwater depths and discharges.

The type of control a culvert will operate under
for any given set of conditions can be definitely estab-

FIGURE 2: Operating Sequence of Culverts
Installed on Relatively Steep Slopes

FIGURE 3: Operating Sequence of Culverts
Installed on Relatively Flat Slopes
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lished through detailed analysis. Because the designer is
basically concerned with providing an adequate pipe
capacity to carry a design discharge without exceed-
ing an allowable headwater depth, use of headwater-
discharge performance curves can greatly reduce the
fime consuming mathematical calculations. Performance
curves given in Figures 4 through 11 enable the selection
of required pipe size within the practical ranges of allow-
able headwater depths and design discharges. By deter-
mining the headwater depth for both inlet control and
outlet control, the higher value can be used to indicate
the type of control, Figures 4 through 11 are based on
menographs included in Hydraulic Engineering Circular
Number 5, prepared by the Hydraulics Branch, Bridge
Division, Office of Engineering, Federal Highway Adminis:
tration.

The headwater depths for inlet controlled flow
are read directly from the performance curves. For out-
let conirolled flow it is necessary to subtract the product
of the culvert length and slope from the headwater depth.
The following examples illustrates the proper use of the
curves:

EXAMPLE 1

Given: A 25-foof-long drive culvert is to be installed
on 0.5 percent slope. The culvert will be re-
quired to carry a discharge of 5.0 cubic feet
per second within an allowzble headwater

depth of 2.0 feet.

Find: Size of concrete pipe and corrugated metal
pipe required and type of control.
Solution: Enter Figure 4, 12-Inch Diameter Concrete

Pipe, and project a vertical line from Q=5.0
to the inlet control curve and outlet conirol
curve representing L=25 feet. Read head-
water depth of 1.82 for inlet control and 2.11
for outlet control, Subtract S, X L from the
outlet control figure 2.11-(0.005x 25)=1.98 feet.

Enter Figure 7, 15-Inch Diameter Corrugated
Metal Pipe, and project a vertical line from
Q=50 io the inlet control curve and outlet
control curve representing L=25 feei. Read
headwater depth of 1.64 for inlet control
and 2.10 for outlet control. Subtract S, X L
from the outlet ¢control figure 2,10-(0.005 x 25)
=1.97 feet.

£ 35 | 3e- | -8 | =% £
i —_ e 4= Q
P | o o 3EE| 382 £5 | £3 E
2 S.2 825 | =5 g5 5% o
a —oh| ®TO | IO oo Sk O
12" [Concrete| 1.92 1.98 Qutlet 1.98 oK
15" | CMP | 1.64 1.97 Outlet | 1.97 oK
Answer: A 12-inch diameter concrete pipe or a 15-inch
diameter corrugated metal pipe will carry the
design discharge within the allowable head-
water depth of 2.0 feet.
Since the outlet control headwater depths for
both pipes are larger than the inlet controf
headwater depths, outlet control governs in
both cases.
EXAMPLE 2
Given: A 100-foot long highway cuivert is to be in-
stalled on a 1.0 percent slope. The culvert will
be required to carry a discharge of 12.0 cubic
feet per second within an allowable headwater
depth of 5.0 feet.
Find: Size of concrete pipe and corrugated metal
pipe required.
Solution: The following table gives required pipe sizes
and corresponding headwater depths.
£ 35-| 3o- | =& | -% £
] =Tel £39 = 23 g
5 a8 gy 2-Ef| @oc¢ 1= £% £
2 = 9EZ G e 60 oo ]
) oL LU | EIU LU OX &
15" |Concretel 4.0 |6.0~1.0=5.0| Outlet | 5.0 OK
18" | CMP 3.2 [7.3-1.0=6.3| Outlet | 6.3 N.G.
21" | CMP | 2.5 14.3-1.0=3.3 Outlet | 3.3 oK
Answer: A 15-inch diameter concrete pipe or a 21-inch

diameter corrugated metal pipe will carry the
design discharge within the allowable head-
water depth of 5.0 feet.

From the above examples it is seen that even for
small diameter pipe a concrete pipe size up to two sizes
smaller in diameter than a corrugated metal pipe is
warranted.




syibua| p8A|Ns 84pIpaWIRIUL J04 sjpjodiaju]

aNOD3S ¥3d L334 2HEND NI B I9VHISIA LE3ATND

9 S 4 £ 4 1
\]
v
=<
pabiawgnsupn NG |- 1 =
[ 1. - —
o)) Buyosloly [ [
pZO0="Y /L % T T dWD m
yai s PR
gp
T
=
._._
L 3
7| A
’ —
i L E =
B P
» [} m
4
- (]
7
= N m
] —
H 38
AH'N . —
S 1z
m
/] N m
r m
[ i m
¥i
/ g
[ - g
pi 1 0z =
i EHF* TILIC ARRSE .N
4 c
1]
EEE w
EE I (=]
Fi /i T
- S =
e M
F I ralfl o7
i y ri -
Em it H g
L y \ ’ M
- - /) y
7 i / i 8T 5
i ' i C
Fi fi I ] H
{ g
- L
k4 {1 4
- / I h_ e M
fi { fi ! [=]
H anmmmii] z
Fi Jax: ] =z
N i k z
I i FEN E
an i fH - g
: F. =1
; 3 9t
f i { i
|- fi f __m.._ _—H
7 T
/ / f a5 i
RNy =N
} A 1T 5
(&l { Hi A (Rmilii v

GNDD3S ¥3d L334 219N NI B IFYYHISIA LAFATIND

L g S 4 £ 4 1
1 T - TT 0
4]
N -t =
pabiswqnzun 12FInY >
13ug Buynalosy ] } [
zigp=yu  ediy D L - 7 m
- Hao 3
8T
L =
i A i ]
[ (=]
- Fi!
FEe] By 2
; om
e [
2% H 8
=
P
- S & u.m_a
Ei ' A O
o
¥ 0 YLz
R
/
- il
\\ -] —
vl a
"~ o
S
N o/ =
C[0H1 ms LA
Bl d -
7 =
. REE m
- P -/ i
/ H 5
s =
_ e T
I 1)
/it ZAmr o
u r
T I A Fi i |
/ A o
S /A A
o
I : H 87 §
/- -
" Y i p
/ I raay M
m b Y/ (=3
P = =
[+ /] y s 7 fe3-] ulq.
= .
[ C i [
/ / IS =
[T / 5y =
i 18 4
/ m
N £ m
L L1 | —
7i ¢
) i i I f
!
i/ 3 fi |-
hR /. / f 3 _
i 7i / 1 _:
A F i
m 0y

adiy [piay paipbnuion sagawpig Yaul-z1 6 NI

vn:n_ wumhuzou iajouinl _._U_.__lN_. uv mm:o_n_




